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Features and Benefits

• Fastener design for high technical values in the application

• Easy and comfortable installation with impact driver

• Perfect support function by double support thread

• Toothed thread at the tip for smooth screwing in

• Small fastener and edge distances as there is no spreading 

effect

• More than one specified embedment depth for different 

requirements

• High corrosion durability by special galvanic coating

• High quality EPDM-seal with long durability

Application

Fastening of sandwich panels onto concrete

Fastening of profile sheets onto concrete

MDC-7.5

MDC-7.5

Fastener material

Carbon steel, hardened, Durocoat® 480

Sealing washer: Austenitic stainless steel A2, EPDM-seal

Approvals
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APPROVED

Component 1 (tI) Component 2 (tII)

Steel1) 0.4–1.5 Concrete hnom ≥35/55

Pre-drill Ø 6.0         1)Cover sheet in case of sandwich panel

Description

Self-tapping fastener made of carbon steel with support thread and sealing washer

Double support thread with free-spin zone and cut-off thread-end

ETA-20/0115
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Fastener in carbon steel  

Product code PU L t fix, con S16 S19 S22

MDC-S19-7,5×85 100 85 12–27/47 1574300 1562034 1562305

MDC-S19-7,5×105 105 32–47/67 1574321 1562228 1562331

MDC-S19-7,5×125 125 52–67/87 1574324 1562227 1562329

MDC-S19-7,5×145 145 72–87/107 1574326 1562225 1562328

Recommended torque force 200-300 Nm

MDC-S19-7,5×165 100 165 92–107/127 1574328 1562229 1562332

MDC-S19-7,5×185 185 112–127/147 1574329 1562224 1562327

MDC-S19-7,5×205 205 132–147/167 1574332 1562223 1562326

Recommended torque force 250-400 Nm

MDC-S19-7,5×225 100 225 152–167/187 1574334 1562222 1562325

MDC-S19-7,5×245 245 172–187/207 1574335 1562221 1562324

MDC-S19-7,5×265 265 192–207/227 1574340 1562210 1562323

MDC-S19-7,5×285 285 212–227/247 1574353 1562209 1562322

MDC-S19-7,5×305 305 232–247/267 1574355 1562208 1562309

MDC-S19-7,5×325 325 252–267/287 1574413 1562207 1562308

Recommended torque force 350-600 Nm

MDC-S19-7,5×345 100 345 272–287/307 1574416 1562206 1562307

MDC-S19-7,5×365 365 292–307/327 1574418 1562205 1562306

Recommended torque force 600-800 Nm

Please refer to the “Definition of clamping range and fixing thickness” in the technical introduction for definitions and diagrams related to CLcon, and tfix, con.
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Fastener in carbon steel 

Product code PU L t fix, con no washer

MDC-7,5×85 100 85 15–30/50 1580854

MDC-7,5×105 105 35–50/70 1580856

MDC-7,5×125 125 55–70/90 1580857

MDC-7,5×145 145 75–90/110 1580862

Recommended torque force 200-300 Nm

MDC-7,5×165 100 165 95–110/130 1580864

MDC-7,5×185 185 115–130/150 1580870

MDC-7,5×205 205 135–150/170 1580874

Recommended torque force 250-400 Nm

MDC-7,5×225 100 225 155–170/190 1580912

MDC-7,5×245 245 175–190/210 1580913

MDC-7,5×265 265 195–210/230 1580919

MDC-7,5×285 285 215–230/250 1580931

MDC-7,5×305 305 235–250/270 1580933

MDC-7,5×325 325 255–270/290 1580951

Recommended torque force 350-600 Nm

MDC-7,5×345 100 345 275–290/310 1580953

MDC-7,5×365 365 295–310/330 1590960

Recommended torque force 600-800 Nm

Please refer to the “Definition of clamping range and fixing thickness” in the technical introduction for definitions and diagrams related to CLcon, and tfix, con.

Accessories

Product description Insert drive Recess PU D L

SDS-6x215/150-4C – – 1 6 215 1487583

SDS-6x315/250-4C 315 1487584

SDS-6x515/455-4C 515 1608141

Socket E308-¼"-50 HEX¼" HEX8 1 – 50 1646160

Socket E508-½"-40 HEX½" 40 1648380
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